
Part Number:
80611150238

MS2™ Super Mate Module Bridge, Gel Transparent
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Specifications

General Specifications

Cable Type PIC

Standards

RoHS Free of hazardous substances according to RoHS 2011/65/EU

Flame Retardance No

Design

Composition Filled

Pair Count 25

Sealing Type Free Breathing

Connector Type Straight, Pluggable Bridge

Closure Type Free Breathing

Conductor 28 - 22 AWG

Mechanical Specifications

Connection IDC

Dimensions

Height 9.1 mm (0.36 in)

Depth 1645 mm (64.76 in)

MS2™ Super Mate Module Bridge, Gel Transparent

Product Specification 80611150238_NAFTA_AEN Page 2 | Revision Date 2024-07-04



Corning Optical Communications LLC • 4200 Corning Place • Charlotte, NC • 28216 • United States
800-743-2675 • FAX: 828-325-5060 • International: +1-828-901-5000 • www.corning.com/opcomm

A complete listing of the trademarks of Corning Optical Communications is available at www.corning.com/opcomm/trademarks. All other trademarks are the
properties of their respective owners. Corning Optical Communications is ISO 9001 certified. © 2024 Corning Optical Communications. All rights reserved.

MS2™ Super Mate Module Bridge, Gel Transparent

Product Specification 80611150238_NAFTA_AEN Page 3 | Revision Date 2024-07-04

https://www.corning.com/opcomm

	MS2™ Super Mate Module Bridge, Gel Transparent
	Specifications


