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Radiation Patterns and 
Measured Data
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Measurement Criteria

• No ground plane
• 24 inch diameter ground plane



Data measured with 24” Ground Plane
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ASP931 OMNI DIRECTIONAL
Ф 0˚

800 – 900 MHZ 



ASP931 OMNI DIRECTIONAL
Ф 90 ˚ 

800‐900MHZ



ASP931 OMNI DIRECTIONAL
θ 90˚

800– 900MHZ  
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ASP931 OMNI DIRECTIONAL
MAX GAIN 

800 – 900 MHz
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•

ASP931 OMNI DIRECTIONAL
EFFICIENCY 

800 – 900 MHz



ASP931 OMNI DIRECTIONAL
VSWR
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Data measured with NO Ground 
Plane



ASP931 OMNI DIRECTIONAL
Ф 0˚

800 – 900 MHZ 



ASP931 OMNI DIRECTIONAL
Ф 90 ˚ 

800‐900MHZ



ASP931 OMNI DIRECTIONAL
θ 90˚

800– 900MHZ  
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ASP931 OMNI DIRECTIONAL
MAX GAIN 

800 – 900 MHz
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•

ASP931 OMNI DIRECTIONAL
EFFICIENCY 

800 – 900 MHz



ASP931 OMNI DIRECTIONAL
VSWR
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